
AP132/ISS1/AUG14 

CHQ-WSB2 Wall  Sounder Beacon  
Light Coverage APPLICATION NOTE 
 

O Rates Light Output Volumetric Coverage Diagram (White LED) 
Hochiki Model Numbers HFP Model Numbers HDR Model Numbers

CHQ-WSB2-WL 
CHQ-WSB2(WHT)-WL 

CHQ-WSB2-WL-HFP 
CHQ-WSB2(WHT)-WL-HFP 

1460170 
1460150 

 

 

 

 

 

 

 

 

 

 

Point A relates to the installation position of the device beacon, with the orientation such that the front of the unit faces along 
the X-axis of the drawing above. 

O Rates Light Output Volumetric Coverage Diagram (Red LED) 
Hochiki Model Numbers HFP Model Numbers HDR Model Numbers

CHQ-WSB2-RL 
CHQ-WSB2(WHT)-RL 

CHQ-WSB2-RL-HFP 
CHQ-WSB2(WHT)-RL-HFP 

1460160 
1460140 

 

 

 

 

 

 

 

 

 

Point A relates to the installation position of the devices beacon, with the orientation such that the front of the unit faces along 
the X-axis of the drawing above. 

Hochiki Europe (UK) Ltd. reserves the right to alter 
the specification of its products from time to time 
without notice. Although every effort has been made 
to ensure the accuracy of the information contained 
within this document it is not warranted or 
represented by Hochiki Europe (UK) Ltd. to be a 
complete and up-to-date description.  Please check 
our web site for the latest version of this document.
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Power 
Consumption 
from VAD @ 

41 V = 287 mW 

Volume 
Coverage = 

16.25 m3 

Power 
Consumption 
from VAD @ 

41 V = 287 mW 

Volume 
Coverage =  

9.195 m3 


